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Belt Hook
Attaches to tool enabling you to carry tool on belt holder 
(offered below).

    Part No. 500955

Large Nylon Tool Bag      Part No. 219246

Safety Glasses
013824 .oN traP    

 

raelC

Trigger Valve Repair Kit
This kit repairs all trigger valve air leaks

     Part No. 219224

Feeder Claw Repair Kit
This kit repairs nail feed problems.      Part No.219225

Lubricants and Loctite
Chemplex 710 Lubricant 1 lb.
Part No. 403734
Lubricant 5 gram tubes
Part No. 219188
Loctite 242 (Blue) 1 oz.
Part No. 093500
Lubricating Oil 16 oz.
Part No. 403720
Lubricating Oil 8 oz. with Antifreeze
Part No. 219090

Degreaser Cleaner
Ideal cleaner for all Paslode tools.
Part No. 219348

Adjustable Work Contacting Element
This adjustable work contacting element has 
multiple settings to control the depth of drive.
Part No. 1X1374

ACCESSORIES
Sequential Operating Kit
This special attachment is designed
for sequential operation (stops "contact" firing). 
The operator must depress and hold the work 
contacting element against the worksurface before pulling the trigger. 

930105 .oNtraP.renetsaf a sevird loot ehtemit hcae detaeper eb tsum ecneuqes sihT

Remote Fire Valve
This valve via a positive air signal allows a machine 
mounted tool to be operated from an automatic air 
valve or foot pedal system. Part No. 1X0713
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SAFETY INSTRUCTIONS
WEAR EYE AND HEARING PROTECTION

Always wear hearing protection and eye 
protection devices, including side shields 
when operating or working in the vicinity 
of a tool.

DO NOT EXCEED MAXIMUM
RECOMMENDED AIR PRESSURE

Operate the tool using only the recommend-
ed air pressure. Do not exceed the maximum 
air pressure marked on the tool. Be sure the 
air pressure gauge is operating properly and 
check it at least twice a day.

Never use any bottled air or gases 
such as oxygen to operate the tool 
since they could cause the tool to 
explode.
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